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CleanSpace® EX Power Unit   
 

 

 

 

 

 

PRODUCT CODE  PAF-0061 

PRODUCT NAME  CleanSpace EX Power Unit 

DESCRIPTION  The CleanSpace EX Power Unit is a powered air purifying respirator (PAPR) when worn together with the 

following compatible items:  

• A CleanSpace EX Full Face Mask (PAF-1106, PAF-1014), OR  

• A CleanSpace EX Half Mask (PAF-0064, PAF-0062, PAF-0063) &  ULTRA / EX Head Harness 

(PAF-0073) and  

• A range of CleanSpace particulate and gas/vapor filters.  

It is intrinsically safe and suitable for use in certain ignitable or potentially explosive atmospheres where 

there is a risk of explosion.  

Suitable for environments which require respiratory protection against airborne biohazards, particulates, 

dust, gas and vapors. 

APPROVALS  STANDARD CLASSIFICATION 

Australai/New Zealand 

Respirator Standard 

 AS/NZS1716: 2012 PAPR-P3 (P2 with Half Mask) 

Europe CE / UK UKCA  EN12942: 1998+A2: 2008 TM3 

IECEx Standard  IEC 60079-0:2017 

IEC 60079-11:2011 

Ex ia I Ma 

Ex ib IIB T4 Gb 

Ex ib IIIB T150 Db 

ATEX / EN Ex Standards  EN 60079-0:2018 

EN 60079-11:2012 

I M1 Ex ia I Ma 

II 2 G Ex ib IIB T4 Gb 

IECEx Quality Assurance  IEC 80079-34:2011  

ATEX Quality Assurance  Annex IV of Directive 94/9/EC (ATEX)  

EMC Standard  CISPR 11: 2010 Group 1 Class B 

  EN 61000-6-2 Industrial Limit 

ISO Quality Standard  ISO9001  

mailto:sales@cleanspacetechnology.com
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For IECEx certification definitions, refer to ‘CleanSpace EX Intrinsically Safe Approvals Explained’ document. Available from 

www.cleanspacetechnology.com 

FEATURES  • AirSensit® Technology for mask pressure control and breath responsive airflow  

• Intrinsically safe certified   

• Lightweight, compact and comfortable   

• Simple two-button keypad with power button and flow test button for easy operation 

• IP66 Rating: Resistant to dust and liquid ingress  

• High visibility yellow casing for easy recognition  

• Suitable for decontamination showers  

• Altitude compensated filter blocked detection  

• Easy and accurate airflow capability check  

ALARMS  Low Battery Alarm 

Filter Warning Alarm  

SPECIFICATIONS  • Product Weight: < 500 g 

• Product Dimensions: 200mm x 200mm x 85mm (approx) 

• Peak Airflow: 200 L/min  

• Battery: Lithium-ion polymer  

• Operating Time: up to 8 hours*  

• Battery recharging: < 2 hours (to 95%)  

• AC Adaptor Charger: Input 100 – 240V 

* Operating time is strongly affected by filter type, filter loading, mask seal, work rate, altitude, and other 

factors. Actual operating times may vary. 

OPERATING / USAGE 
CONDITIONS 

 • Use temperature range: -10°C to + 45°C at < 90% relative humidity 

• Charging Temperature range: 0°C to +35°C 

Note: Explosive atmospheres approvals apply up to a maximum ambient temperature of +40°C 

STORAGE & DISPOSAL  • Storage conditions for short term storage (< 30days) : -10°C to 35°C, 30% - 50% relative humidity 

• Storage conditions for long term storage (> 30days) : 18°C to 28°C, 30% - 50% relative humidity 

• Store away from direct sunlight, grease and oil 

• Used components may have been exposed to hazardous materials and should not be considered 

recyclable. Dispose of used components in line with company and local authority regulations 

CLEANING  • With the filter removed, insert the Cleaning & Storage Plug (PAF-0074) to seal all openings (both 

bellows and filter air inlet). Wash the Power Unit in warm (< 50°C) soapy water using a soft brush or lint-

free cloth. 

• Do not use solvents, hot water, bleaching or chemical agents  

• Rinse with fresh water after cleaning to remove all traces of agent prior to use  

• After cleaning allow to air dry or wipe dry with a clean lint free cloth 

Note: Refer to https://cleanspacetechnology.com/product-resources/ for compatible cleaning products and 

processes.  

mailto:sales@cleanspacetechnology.com
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APPLICATIONS  The CleanSpace EX system when fitted with a CleanSpace particulate filter is suitable for applications that 

require respiratory protection from airborne particulate contaminates (dust, mists, fumes) including 

biohazards. It is designed specifically for respiratory protection in high dust and intrinsic environments. 

 

The CleanSpace EX system when fitted with a CleanSpace combination filter (particulate, gas & vapour) 

the CleanSpace EX is suitable for applications that require respiratory protection from airborne particulate 

contaminates (dust, mists, fumes) including biohazards and gases & vapours.   

 

The CleanSpace EX system when used with the CleanSpace Full Face Mask provides face protection. 

 

The CleanSpace EX System (PAF-0060), including the CleanSpace EX Power Unit (PAF-0061) is suitable 

for applications where decontamination showers are required. 

LIMITATIONS  CleanSpace respirators are air filtering, fan assisted, positive pressure systems and designed to be worn in 

environments where there is sufficient oxygen to breathe safely. Do not use CleanSpace respirators in 

immediately dangerous to life or health (IDLH) atmospheres, to protect against gases/vapours that cannot 

be filtered or in oxygen enriched or deficient atmospheres. 

EDUCATION  Contact sales@cleanspacetechnology.com or visit the CleanSpace website for details. 

WARRANTY  Visit www.cleanspacetechnology.com/warranty to read important Warranty information. Consumable parts 

are warranted up to the point of use, provided they have been stored correctly and are within their expiry 

date. 
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