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CleanSpace® ULTRA Power Unit 
(Discontinued) 
 

 

 

 

 

PRODUCT CODE  PAF-0071 

PRODUCT NAME  CleanSpace ULTRA Power Unit 

DESCRIPTION  A CleanSpace ULTRA power unit is a powered air purifying respirator (PAPR) when worn together with the 

following compatible items: 

• A CleanSpace Full Face Mask (PAF-1106, PAF-1014), or  

• A CleanSpace Half Mask (PAF-0033, PAF-1010, PAF-0027) and CleanSpace ULTRA / EX Head 

Harness (PAF-0073) and  

• A range of CleanSpace particulate filters 

Suitable for environments which require respiratory protection against particulates and dust. 

APPROVALS  Standard & Classification 

NIOSH 

IP66 Rated 

 

FEATURES  • Lightweight, compact and comfortable  

• Power unit fully supported by head harness with no weight on neck.  

• Simple two-button keypad with power button and flow test button for easy operation 

• AirSensit® Technology: 

o Mask pressure control and breath responsive airflow 

o Filter life management 

o Battery life management 

• Long run time and short battery recharge time  

• IP 66 Rating: Resistant to dust and liquid ingress  

• Suitable for wet environments 

ALARMS  • Low Battery Alarm 

• Blocked Filter Alarm 

SPECIFICATIONS  • Product Weight: 17.8 oz (approx) 

• Product Dimensions: : 7.9" × 8.3" × 3.3" (approx) 

• Peak Airflow: 200 l/min  
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• Battery: Lithium-ion polymer  

• Operating Time: up to 8 hours*  

• Battery recharging: 2 hours (to 95%) 

• AC Adaptor Charger: Input 100 – 240V, 50 to 60Hz, output 14.7Vdc ±5%, 24W  

* Operating time is strongly affected by filter type, filter loading, mask seal, work rate, altitude, and other 
factors. Actual operating times may vary. 

OPERATING / USAGE 
CONDITIONS 

 • Use temperature range:+14°F to +113°F ( -10°C to +45°C ) at < 90% relative humidity 

• Charging temperature limits: +32°F to +95°F (0°C to +35°C) 

STORAGE & DISPOSAL  • Storage conditions for short term storage (<30 days): 14°F to 95°F, 30% - 50% relative humidity 

• Storage conditions for long term storage (> 30days) : 65°F to 82°F, 30% - 50% relative humidity 

• Store away from direct sunlight, grease and oil 

• Used components may have been exposed to hazardous materials and should not be considered 

recyclable. Dispose of used components in line with company and local authority regulations 

CLEANING  • With the filter removed, insert the Cleaning & Storage Plug (PAF-0074) to seal all openings (both 

bellows and filter air inlet). Wash the Power Unit in warm (< 122°C) soapy water using a soft brush or 

lint-free cloth. 

• Rinse with fresh water to remove all traces of agent prior to removing the Cleaning & Storage Plug.  

• Do not use solvents, hot water, bleaching or chemical agents  

• After cleaning allow to air dry or wipe dry with a clean lint free cloth 

 

Note: Refer to https://cleanspacetechnology.com/product-resources/ for compatible cleaning products and 

processes. 

APPLICATIONS  The CleanSpace ULTRA system is suitable for applications that require respiratory protection against 

airborne particulate contaminates (dust, mists, fumes) including biohazards. It is designed for respiratory 

protection in high dust environments especially where water tolerance is necessary. 

Examples: Mining, Welding, Fire Investigation 

The CleanSpace ULTRA System (PAF-2070), including the CleanSpace ULTRA Power Unit (PAF-0071) is 

suitable for applications where decontaminations is required. 

LIMITATIONS  CleanSpace respirators are air filtering, fan assisted, positive pressure systems and designed to be worn in 

environments where there is sufficient oxygen to breathe safely. Do not use CleanSpace respirators in 

immediately dangerous to life or health (IDLH) atmospheres, to protect against gases/vapors that cannot be 

filtered or in oxygen enriched or deficient atmospheres. 

EDUCATION  Contact ordersUSA@cleanspacetechnology.com or visit the CleanSpace Website for details. 

WARRANTY  Visit www.cleanspaceusa.com/warranty to read important warranty information. Consumable parts are 

warranted up to the point of use, provided they have been stored correctly and are within their expiry date 
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