
A GI LE  P A P R   ·   A LA RM  R E S P ON S E  G U I D E

Respond first. Troubleshoot second.

Five Alarms. Three clear Actions.

3

Filter Change Alert

2 BEEPS / SEC  ·  RED FLASHING LIGHT

If the filter is blocked and needs replacing an 

alert will sound during donning or doffing. 

Replace the filter before re-entering the 

contaminated area.

 

This is not an operational alarm. 

⚑ Standby mode only

Safety Mode Alarm

1 BEEP EVERY 5 SECONDS

The respirator can no longer reliably detect your 

breathing pattern and has switched to Safety 

Mode, providing continuous airflow at 200 L/min*.

 

Check all components are correctly fitted and 

adjust the facepiece. If normal operation does not 

resume, leave the contaminated area and 

investigate further.

* Continuous flow at 200L/min will deplete the battery 

within 20 minutes.

Low Battery Alarm

• < 15 min of battery charge remaining
• Leave the contaminated area immediately and recharge

⚑ Takes priority over all other alarms

IMPORTANT

Low Battery Alarm takes priority over all other alarms

Regardless of the underlying condition, you must immediately leave the 
contaminated area.
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AC T IO N

Replace the Filter

3 BEEPS / SEC · GREEN FLASHING BATTERY LIGHT

Low Flow Alarm

• Unable to maintain minimum design flow of 190 L/min
• Leave the contaminated area immediately; recharge and/or replace 

the filter before next use

4 BEEPS / SEC · RED FLASHING LIGHT

• No filter detected. Do not enter the contaminated area. 
• If the filter is dislodged during use, leave the contaminated area 

immediately. Install a filter.

CONTINUOUS BEEP · RED FLASHING FILTER LIGHT

Filter Absent Alarm

AC T IO N

Check & Adjust the Respirator

AC T IO N  ·  A LL  T H R EE ALAR MS

Leave the Contaminated Area Immediately

RESPONSE GUIDE

WHAT YOU HEAR WHAT YOU DO

3, 4, or continuous beeps Leave the contaminated area immediately. 

1 beep every 5 seconds Adjust the facepiece. If the alarm continues, leave the area.

2 beeps (Standby only) Replace the filter before next use.

ED
-0158 ECN

2593 AU
G

26 REV1


	Slide 1
	Slide 2
	Slide 3



