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AGILE CLEANING SUPPLEMENT 
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Cleaning your CleanSpace AGILE is recommended after every use. Each component of the respirator, except the filter, can be cleaned. 

Disassemble the respirator and clean each component separately - Power Unit, Half Facepiece, Head Harness and Neck Support. 

After cleaning, allow the components to air dry or dry them with a, lint-free cloth prior to reassembly. 

 

 

 

 

 

 
 

 

FACEPIECE  

• The neoprene Bib may remain attached during routine facepiece cleaning but can be removed if more thorough cleaning is required. 

• Rotate the exhalation valve cover up and gently clean around and beneath the silicone leaf valve. 

• Wash with a mild detergent in warm water (less than 50°C/122°F), then rinse well so no cleaning residue remains. 

• Allow the mouthpiece and bib to air dry in a clean environment.  

• The mouthpiece can also be dried with a clean, lint-free cloth. Never apply direct heat. 

• After drying, inspect the Facepiece: ensure the silicone valve lies flat, the valve cover is in place and the bib is securely attached. 

 

POWER UNIT  

• Leave the filter in place when simply wiping the Power Unit clean. CleanSpace filter media must NOT be cleaned. 

• To wash the Power Unit, remove the filter and fit the Cleaning & Storage Plug accessory to seal all openings, including the bellows 

and filter air inlet.  

• With the Cleaning & Storage Plug fitted, the Power Unit1 may be held under running water for cleaning. The Power Unit is P65-rated 

for cleaning. 

 

HEAD HARNESS & NECK SUPPORT 

• Wash with a mild detergent in warm water (less than 50°C/122°F), then rinse well so no cleaning residue remains. 

• Allow the Head Harness and Neck Support to air dry in a clean environment.  

• The Neck Support can also be dried with a clean, lint-free cloth. Never apply direct heat. 

 
 
 
 
 
 
 
 
 
 
 
 
 

For detailed cleaning information visit the resources section of the CleanSpace website: www.cleanspacetechnology.com 

For detailed cleaning and care information refer to respirator User Instructions.   

 
1 DO NOT submerge the Power Unit in water. 
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DO NOT clean filter media as it may cause damage to the filter. 
DO NOT use compressed air or a brush to clean or dry any respirator component.  
DO NOT use high-temperature devices such as tumble dryers, hair dryers or heating elements. 

 

IMPORTANT: The CleanSpace AGILE transparent mouthpiece is made from polycarbonate. Avoid using solvents, as these 
chemicals may cause the transparent mouthpiece to become cloudy or brittle and fracture. Contact CleanSpace for further 
advice regarding compatible cleaning agents. 
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