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PRE-USE CHECKLIST

QUICK DONNING

❑ Battery charged - 3 green Battery Charge lights are solid green. A full charge is recommended.

❑ Filter fitted and undamaged - seal clean, free from damage; no dust on internal surfaces; no cracks.

❑ Power Unit undamaged - no cracks, missing parts or damage to bellows.

❑ Facepiece undamaged - no cracks or tears. Exhalation valve seated flat and clean. Bib securely fitted.

❑ Head Harness intact - not frayed or damaged; good elasticity.

❑ Neck Support - select from Small or Medium size. For Large size, use no Neck Support.

❑ Recalibrate - Complete, if needed (see User Instructions).

❑ Flow Test - Passed (see User Instructions).

❑ No active alarms - ensure no alarm lights or alarms are active before entering (see User Instructions).

STEP 1  Fit Neck Support to Power Unit

Select the correct size of Neck Support and snap 

onto the inner side of the Power Unit. Press 

firmly until it clicks into place.

STEP 2  Fit Head Harness to Facepiece

Connect the two side straps of the Head Harness 

to the circular harness connection points on the 

outside of the Facepiece. Confirm the Bib is 

securely attached.

STEP 3  Fit Facepiece to Power Unit

With both Facepiece and Power Unit facing up, 

connect the right-hand side of the Facepiece to 

the Power Unit. Extend both Bellows by pressing 

the Adjust Buttons whilst gently pulling the 

bellows outward.

STEP 4  Switch to Standby Mode

Press the Power Button once. Battery Charge 

Indicator lights will illuminate.

STEP 5  Don the Respirator

Drape Power Unit behind your neck. Place 

Facepiece on your face. Adjust the Bib under 

your chin. Connect the left-hand side of the 

Facepiece to the Power Unit.

STEP 6  Adjust

Adjust harness side straps and rear harness strap 

for a comfortable fit. Adjust the Bellows 

symmetrically to tighten or loosen the fit.

STEP 7  Check Fit

Breathe normally - the motor automatically 

switches to ON Mode and breath-responsive 

mode starts. Confirm AGILE is operating in 

breath-responsive mode (the fan speeds up on 

inhale and quietens on exhale). If it does not, do 

not enter the contaminated area.

CLEANSPACE AGILE - DONNING
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