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POWER UNIT
❑ Inspect Power Unit for dents, cracks or missing parts
❑ Remove the Filter - Inspect the Filter seal and air path
❑ Inspect Bellows, Release Buttons and Securing Brackets
❑ Check Operation of Release Button and Adjust Button
❑ Fit correct-size Neck Support, if medium is too tight, use no Neck Support
❑ Check battery charge (3 green solid lights)*

* Charging is recommended if less than 3 green solid lights

FLOW TEST
❑ Leave the Filter in place with no Facepiece attached
❑ Switch Power Unit to STANDBY (Press ON button once)
❑ Press and release the Flow Test Button
❑ Flow test results:
o 3 solid green lights = pass
o All green and red lights flashing = fail

• For failed flow test, ensure battery is fully charged and repeat test. If test still fails, replace the filter

HALF FACEPIECE (NOSEPIECE, MOUTHPIECE & BIB) CHECK
❑ Inspect the silicone nosepiece for cracks, tears, or dirt build up 
❑ Inspect transparent mouthpiece for cracks or deformation
❑ Check exhalation valve is seated and cover is latched
❑ Inspect bib for tears, cleanliness
❑ Confirm the Bib is securely attached to the mouthpiece
❑ Confirm the nose piece silicone seal sits clear of the Bib frame 

HEAD HARNESS CHECK
❑ Inspect for wear or damage
❑ Size adjustment set (ensure both sides are symmetrical)
❑ Connect Head Harness to Facepiece

DON
❑ Connect Facepiece (with harness attached) to the Power Unit on the right-hand side (same side as keypad and exhalation valve)
❑ Drape the Head Harness over the front of the Facepiece
❑ Lengthen the Bellows by pressing the Adjust Buttons
❑ Switch the Power Unit to STANDBY (Press Power Button once)
❑ Drape the Power Unit around the back of your neck with the Facepiece at the front
❑ Smooth any facial hair back against your neck.
❑ Place the Facepiece onto your face (breathe in to activate breath responsive control) and connect the left-hand side Airclip to Power Unit.
❑ Position the Bib under your chin or against your facial hair; do not tuck facial hair into the Bib
❑ Lift the Head Harness onto the crown of your head
❑ Clip the rear Harness Hook to the Power Unit Hoop and adjust

CHECK FIT
❑ Facepiece/Bellows are not too tight
❑ Head Harness settings are symmetrical
❑ Power Unit is level & supported by Head Harness
❑ Check Breath Responsive Mode active

DOFF
❑ Unclip rear hook from Power Unit
❑ Slide Head Harness forward over the front of the Facepiece
❑ Press the left-hand side Release Button
❑ Remove the respirator
❑ Let the Power Unit run for at least five (5) seconds, then press the Power Button to switch to Standby mode.*

*Power Unit will automatically switch OFF after 3 minutes in STANDBY mode.

Breath-responsive mode

Breathe normally - the motor automatically switches to ON 
Mode and breath-responsive mode starts. Confirm AGILE is 
operating in breath responsive mode (the fan speeds up 
on inhale and slows down on exhale). If it does not, do not 
enter the contaminated area.

Filter check

During doffing, the respirator must run for at least five (5) 
seconds after being removed. During this time a Filter 
Condition Check runs to assess whether the filter is suitable 
for the next work session. If it is not, the Filter Change Alert 
will sound.

CLEANSPACE AGILE USER CHECKLIST
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